VS-55 P 


15" Professional CRT Monitor 


VS-55p Technical Specifications 


Model 
CRT 


Size 
Type 



This 15" (13.8 VIS) monitor is an economical solution when you require 
more screen space than a 14-inch monitor. The VS-55p is equipped 
with ergonomic screen controls and is ideal for anyone who relies 
on text-based applications. The VS-55p is fully protected under KDS' 
exclusive KARES program, insuring peace of mind in addition to excellent 
performance. 


VS-190is Technical Specifications 


Model 
CRT 


Size 
Type 


Dot Pitch 

Horizontal 

Vertical 
Maximum Resolution 
Input Signal 

Video Input Analog 

Sync Type 
Input Terminal 
Frequency 

Horizontal 

Vertical 

Bandwidth 
Tilt / Swivel Base 
Plug & Play 
Power 

Adapter 
Normal 
Inactive, Off 

OSD Controls 

Regulatory Approvals 


Dimensions 


Panel (WxHxD) 
Box (WxHxD) 


Weight 

Net 
Gross 

Compatibility 

Warranty 


VS-190is 

19" (18.0" viewable) Diagonal 
Anti-Reflection, Anti-Static Coating 
Black Martrix Professional FST 

0.22mm 
0.25mm 

1600 x 1200 @75Hz 

RGB (0.7Vp-p, 75ohms) 
H/V Separate 
15-pin D-SUB 

30 - 96kHz 
50- 160 Hz 
210MHz 

Yes 

VESA DDC 2B 

100-240V, 50/60 Hz 

< 120W 

<8W 

Yes 

UL, CSA, FCC Class B, 
MPR II, Energy Star 

456mm x 469mm x 466mm 
18.0" x 18.5" x 18.3" 
570mm x 500mm x 549mm 
22.4" x 1 9.7" x 21 .6" 


22.0 kg. / 48.5 lbs. 
24.0 kg. / 52.9 lbs. 

PC & Mac (Mac adapter may be required) 

3 Year Limited Parts & Labor 

KARES 


Dot Pitch 

Horizontal 

Vertical 
Maximum Resolution 
Input Signal 

Video Input Analog 

Sync Type 
Input Terminal 
Frequency 

Horizontal 

Vertical 

Bandwidth 
Tilt / Swivel Base 
Plug & Play 
Power 

Adapter 
Normal 
Inactive, Off 

OSD Controls 

Regulatory Approvals 

Dimensions 

Panel (WxHxD) 

Box (WxHxD) 

Weight 

Net 

Gross 
Compatibility 
Warranty 


VS-55p 

15" (13.8" viewable) Diagonal 
Tinted Screen, Anti-Reflection 
Conventional CRT 

0.25mm 
0.28mm 

1024 x 768 @60Hz 

RGB (0.7Vp-p, 75ohms) 
HA/ Separate 
15-pin D-SUB 

30 ~ 55 kHz 
50- 120 Hz 
65MHz 
Yes 

VESA DDC 2B 

100-240V, 50/60 Hz 

<75W 

<5W 

Yes 

UL, CSA, DHHS, FCC Class B, 
MPR II, Energy Star 

366mm x 390mm x 41 2mm 
14.4" x 14.9" x 16.1" 
452mm x 390mm x 482mm 
17.8" x 19.0" x 22.2" 


14.5 kg. / 32.0 lbs. 
17.5 kg. / 38.6 lbs. 

PC & Mac (Mac adapter may be required) 

3 Year Limited Parts & Labor 

KARES 



VS-190is 


19" Professional FST Monitor 




High-end graphics users will enjoy the added screen space that the 
VS-190is delivers. The image is 30% larger than a 17-inch while the 
footprint is 40% smaller than a 21 -inch. All this at a fraction of the cost 
of a 21-inch monitor. The VS-1 90is is the display solution for graphics 
professionals looking for the ultimate value in screen real estate and 
performance. 


m ^^^^^^^^ j^^^^Q These products are covered by KARES-KDS Advanced Replacement Express Service, which provides advanced product if — 

m replacement within a specified service coverage area directly from KDS. The KARES program dramatically reduces the s-fff^^f ^ 

^^^^B^^^^^^— I I^^^X user's system downtime by providing an advanced replacement unit before the defective unit is returned to KDS. 

^ ^ ^^^^^ ^^^^^ ^J*— Please go to www.kdsusa.com for more information. ^^jsssj*/ 
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